
Dimensions 1
Figure 1   PowerFlex 700 Frames 0-3 (0 Frame Shown)

Dimensions are in millimeters and (inches).

Dimensions

C

A
D15.0 (0.59)

5.8 (0.23) dia. see below

E

8.0
(0.31)

5.5 (0.22) - Frames 0-1
7.0 (0.28) - Frames 2-3
3 Places

B

HOT surfaces can cause severe burns

CAUTION

Fr
am

e(1
)

A B C D E

Weight (2) kg (lbs.)

Drive
Drive & 
Packaging

0 110.0 (4.33) 336.0 (13.23) 200.0 (7.87) 80.0 (3.15) 320.0 (12.60) 5.22 (11.5) 8.16 (18)
1 135.0 (5.31) 336.0 (13.23) 200.0 (7.87) 105.0 (4.13) 320.0 (12.60) 7.03 (15.5) 9.98 (22)
2 222.0 (8.74) 342.5 (13.48) 200.0 (7.87) 192.0 (7.56) 320.0 (12.60) 12.52 (27.6) 15.20 (33.5)
3 222.0 (8.74) 517.5 (20.37) 200.0 (7.87) 192.0 (7.56) 500.0 (19.69) 18.55 (40.9) 22.68 (50)

(1) Refer to User Manual for frame information.
(2) Weights include HIM and Standard I/O.



2 Dimensions
Figure 2   PowerFlex 700 Frame 4

Dimensions are in millimeters and (inches)

C

E

8.0
(0.31)

B

7.0 (0.28) dia.

7.0 (0.28)
3 Places

A

D
15.0 (0.59)

Lifting Holes
4 Places

Fr
am

e(1
)

A (Max.) B C (Max.) D E

Approx. Weight (2) kg (lbs.)

Drive
Drive & 
Packaging

4 220.0 (8.66) 758.8 (29.87) 201.7 (7.94) 192.0 (7.56) 738.2 (29.06) 24.49 (54.0) 29.03 (64.0)

(1) Refer to User Manual for frame information.
(2) Weights include HIM and Standard I/O.



Dimensions 3
Figure 3   PowerFlex 700 Frame 5

Dimensions are in millimeters and (inches).

HOT surfaces can cause severe burns

CAUTION

E

12.5
(0.49)

6.5 (0.26)

B

D

A

259.1 (10.20)

Detail

15.0 (0.59)

6.5 (0.26)

37.6 (1.48)

C

Lifting Holes - 4 Places
12.7 (0.50) Dia.

Fr
am

e(1
)

A (Max.) B C (Max.) D E

Approx. Weight (2) kg (lbs.)

Drive
Drive & 
Packaging

5 308.9 (12.16) 644.5 (25.37) (3) 275.4 (10.84) 225.0 (8.86) 625.0 (24.61) 37.19 (82.0) 49.50 (109.0)

(1) Refer to User Manual for frame information.
(2) Weights include HIM and Standard I/O. Add 2.70 kg (6.0 lbs.) for the 20BC140 drive.
(3) When using the supplied junction box (100 HP drives Only), add an additional 45.1 mm (1.78 in.) 

to this dimension.



4 Dimensions
Figure 4   PowerFlex 700 Frame 6

Dimensions are in millimeters and (inches)

E

13.5 (0.53)
126.3
(4.97)

8.5 (0.33)

B

Lifting Holes
4 Places

12.7 (0.50) Dia.

D C

A

360.6 (14.20)
Detail

18.0 (0.71)

8.5 (0.33)

49.6 (1.95)

Fr
am

e(1
)

A (Max.) B(2) C (Max.) D E

Approx. Weight (3) kg (lbs.)

Drive
Drive & 
Packaging

6 403.9 (15.90) 850.0 (33.46) 275.5 (10.85) 300.0 (11.81) 825.0 (32.48) 71.44 (157.5)(4) 100.9 (222.0) (4)

(1) Refer to User Manual for frame information.
(2) Junction Box can be removed if drive is mounted in a cabinet.
(3) Weights include HIM and Standard I/O. Add 13.60 kg (30.0 lbs.) for the following drives; 20BB260, 

20BC260 and 20BD248.
(4) Add an additional 3.6 kg (8.00 lbs.) for 200 HP drives.



Dimensions 5
Figure 5   PowerFlex 700 Bottom View Dimensions

Frame Rating Dimensions
0 All

1 All

2 All

132.9
(5.23)

187.5
(7.38)

30.2
(1.19)

41.9 (1.65)
56.1 (2.21)

96.0 (3.78)
75.9 (2.99)

96.0 (3.78)

55.0 (2.17)
75.0 (2.95)

35.0 (1.38)
22.2 (0.87) Dia. – 4 Places

185.0
(7.28)

133.3
(5.25)

187.6
(7.39)

25.5
(1.00)

70.0 (2.76)
43.0 (1.69)

96.0 (3.78)
75.9 (2.99)

108.5 (4.27)

67.5 (2.66)
47.5 (1.87)

87.5 (3.44)

22.2 (0.87) Dia.
3 Places28.6 (1.13) Dia.

185.1
(7.29)

162.3
(6.39)

39.3 (1.55)

57.2 (2.25)
72.7 (2.86)

106.0 (4.17)

139.4 (5.49)

177.4 (6.98)

167.5 (6.59)

156.9 (6.18)

150.9
(5.94)

184.8
(7.28)

157.5
(6.20)

112.1
(4.41)

22.4 (0.88) Dia.
2 Places

28.7 (1.13) Dia.
3 Places



6 Dimensions
3 All 
except 
50 HP, 
480V 
(37 kW, 
400V)

50 HP, 
480V 
(37 kW, 
400V) 
Normal 
Duty 
Drive

4 All

Frame Rating Dimensions

66.0 (2.60)

94.7 (3.73)

105.3 (4.15)

97.0 (3.82)

137.2 (5.40)

187.0 (7.36)

22.7 (0.89)

29.0 (1.14)

127.7
(5.03)

151.1
(5.95)

160.1
(6.30)

165.1
(6.50)

184.5
(7.26)

22.2 (0.87) Dia.

28.7 (1.13) Dia.
2 Places

37.3 (1.47) Dia.
2 Places

66.0 (2.60)

94.7 (3.73)

105.3 (4.15)

130.0 (5.12)

186.0 (7.32)

22.7 (0.89)

29.0 (1.14)

127.7
(5.03)

160.1
(6.30)

165.1
(6.50)

184.5
(7.26)

28.7 (1.13) Dia.
2 Places

46.7 (1.84) Dia.
2 Places

34.9 (1.37) Dia.
2 Places

Vent Plate

54.1 (2.13) Dia.
2 Places

47.0 (1.85) Dia.
2 Places28.7 (1.13) Dia.

2 Places

26.8 (1.06)

36.8 (1.45)

50.7 (2.00)

141.9
(5.59)

105.1
(4.14)

157.9
(6.21)

177.9
(7.00)

189.7
(7.47)

22.2 (0.87) Dia.

63.8 (2.51)

112.0 (4.41)

180.0 (7.09)

65.3 (2.57)

76.0 (2.99)



Dimensions 7
5 75 HP, 
480V 
(55kW, 
400V) 
Normal 
Duty 
Drive

100 HP, 
480V 
Normal 
Duty 
Drive

Frame Rating Dimensions

96.0
(3.78)

159.5
(6.28)

184.0
(7.24)

220.0
(8.66)

229.5
(9.04)

241.9
(9.52)

45.0 (1.77)

85.0 (3.35)

93.2 (3.67)

104.0 (4.09)

150.0 (5.91)
215.0 (8.46)

255.0 (10.04)

28.0 (1.10)

22.2 (0.87) Dia.
2 Places

62.7 (2.47) Dia.
2 Places

34.9 (1.37) Dia.
2 Places

96.0
(3.78)

153.5
(6.04)

184.3
(7.26)

188.5
(7.42)

223.5
(8.80)

241.9
(9.52)

44.0 (1.73)

66.4 (2.61)

31.9 (1.26)

42.6 (1.68)

128.0 (5.04)
232.3 (9.15)

28.0 (1.10)

22.2 (0.87) Dia.
2 Places

62.7 (2.47) Dia.
2 Places

Removable Junction Box

34.9 (1.37) Dia.



8 Dimensions
6 All
Frame Rating Dimensions

116.6
(4.59)

148.5
(5.85)

222.3
(8.75)

242.0
(9.53)

219.0
(8.62)

185.4
(7.30)

151.8
(5.98)

52.1 (2.05)

69.1 (2.72)
130.1 (5.12)

280.1 (11.03)
330.1 (13.00)

230.1 (9.06)

47.1 (1.85)

45.6 (1.80)

56.2 (2.21)

Removable Junction Box

22.2 (0.87) Dia.
4 Places62.7 (2.47) Dia.

3 Places

34.9 (1.37) Dia.
3 Places



Dimensions 9
Figure 6   Frame 5 NEMA Type 12 Standalone

Dimensions are in millimeters and (inches)

609.6 (24.00)

25.4 (1.00)

105.5 (4.15)

1574.8
 (62.00)

1061.5
 (41.79)

16.8 (0.66)

1543.0 ±1.5
 (62.75 ±0.06)

450.7 
(17.75) Max.

425.5
(16.75)

287.0
(11.30)

Air Inlet

558.8 (22.00)

REMOTE SOURCE(S) OF POWER.
DISCONNECT ALL SOURCES OF POWER
BEFORE OPENING THE DOOR.

DANGER

DANGER
ELECTRICAL SHOCK HAZARD FROM
ENERGY STORAGE CAPACITORS.
VERIFY LOW VOLTAGE DISCHARGE
BEFORE SERVICING.
SEE INSTRUCTION MANUAL.

13.5 (0.53) Dia.
4 Places (See Note A)

12.7 (0.50) Dia.
Lifting Holes

140.0
(5.51)

Air
Outlet

Note A:
Mount with 0.50 Inch UNC Grade 5 or Higher Screws
or
M12 Material Class 5.6 or Higher Screws
Use Flat Washer with each Fastener

Fr
am

e

Description

Approx. Weight (1) kg (lbs.)

(1) Weights include HIM and Standard I/O.

Drive Drive & Packaging
5 Standalone 102.51 (226.0) 154.68 (341.0)



10 Dimensions
Figure 7   Frame 5 NEMA Type 12 Flange Mount

Dimensions are in millimeters and (inches)

303.6
(11.95)

2.3 (0.09)
Compressed

Gasket

97.0
(3.82)

384.0
(15.12)

42.0
(1.65)

1061.0
(41.77)

1039.0
(40.91)

11.0
(0.43)

500.0
(19.69)

478.0
(18.82)

5.5 (0.22) Dia. Holes for
Supplied Mounting Hardware
40 Plcs.

12.7 (0.50) Dia. Lifting Holes - 4 Plcs.

Air
Outlet

11.0
(0.43)

53.2
(2.09)

USE 75  C CU WIRE ONLY
WIRE RANGE: 4-3/0 AWG (18-70 MM2)
TORQUE: 133 IN-LB (15 N-M)
STRIP LENGTH: 1.02 IN (26 MM)

POWER  & DC TERMINAL RATINGS

WIRE RANGE: 14-1/0 AWG (2.5-50 MM2)
TORQUE: 32 IN-LB (3.6 N-M)
STRIP LENGTH: 0.67 IN (17 MM)

BRAKE TERMINAL RATINGS

WIRE RANGE: 6-1/0 AWG (18-35 MM2)
TORQUE: 44 IN-LB (5 N-M)
STRIP LENGTH: 0.83 IN (21 MM)

GROUND TERMINAL RATINGS (PE)

OUTPUT INPUT AC

300 VDC EXT PWR SPLY TERM (PS+, PS-)

WIRE RANGE: 22-10 AWG (0.5-4 MM2)
TORQUE: 5.3 IN-LB (0.6 N-M)
STRIP LENGTH: 0.35 IN (9 MM)

DANGER

DANGER

RISK OF ELECTRIC
SHOCK AND DEATH

FIELD INSTALLED OPTIONS

6 MM HEX KEY6 MM HEX KEY

SHLD

SHLD

219.5
(8.64)

196.5
(7.74)

185.0
(7.30)

449.6
(17.74)

127.6
(5.02)

194.0
(7.60)

Fr
am

e

Description

Approx. Weight (1) kg (lbs.)

(1) Weights include HIM and Standard I/O.

Drive Drive & Packaging
5 Flange Mount 61.69 (136.0) 81.65 (180.0)



Dimensions 11
Figure 8   Frame 5 Flange Mount Cutout 

10.0
(0.39)

458.0
(18.03)

3.5 (0.14) Dia. Holes (40 Places)
in Minimum 14 GA. (1.9) Steel

Mounting Surface. Deburr Pilot Holes
and Drive Cutout.

1019.0
(40.12)

Cutout

1039.0
(40.91)

1026.5
(40.41)

948.5
(37.34)

870.5
(34.27)

792.5
(31.20)

714.5
(28.13)

636.5
(25.06)

558.5
(21.99)

480.5
(18.92)

402.5
(15.85)

324.5
(12.78)

246.5
(9.71)

168.5
(6.63)

90.5
(3.56)

12.5
(0.49) 59.0

(2.32) 131.0
(5.16) 203.0

(7.99) 275.0
(10.83) 347.0

(13.66) 419.0
(16.50) 478.0

(18.82)

10.0
(0.39)



12 Dimensions
Figure 9   Frame 6 NEMA Type 12 Standalone

Dimensions are in millimeters and (inches)

663.1 (26.10)24.1 (0.90)

123.6 (4.90)

1828.8
 (72.00)

1279.5
 (50.40)

16.8 (0.66)

1795.2
 (70.70)

487.8 
 (19.20) Max.

Air Inlet

711.3 (28.00)

13.5 (0.53) Dia.
4 Places (See Note A)

12.7 (0.50) Dia.
Lifting Holes

283.3
(11.20)

8.0
(0.30)

Note A:
Mount with 0.50 Inch UNC Grade 5 or Higher Screws
or
M12 Material Class 5.6 or Higher Screws
Use Flat Washer with each Fastener

Fr
am

e

Description

Approx. Weight (1) kg (lbs.)

(1) Weights include HIM and Standard I/O.

Drive Drive & Packaging
6 Standalone 176.90 (390.0) 229.07 (505.0)



Dimensions 13
Figure 10   Frame 6 NEMA Type 12 Flange Mount

Dimensions are in millimeters and (inches)

U
T1

DC-DC+BR1BR2 V
T2

W
T3

R
L1

S
L2

OUTPUT

T
L3

PE PE

USE 75C COPPER WIRE ONLY, TORQUE 52 IN-LB (6 N-M)22
-1

2 
A

W
G

5.
3 

IN
-L

B
(0

.6
 N

-M
)

P
S

+
P

S
-

W
IR

E
 S

T
R

IP

584.0
(23.00)

14.0
(0.60)

556.0
(21.90)

201.0
(7.90)

1100.0
(43.30)

1078.0
(42.40)

11.0
(0.43)

5.5 (0.22) Dia. Holes for
Supplied Mounting Hardware
44 Places

127.3
(5.00)

763.3
(30.0)

105.8
(4.17)

137.2
(5.40)

294.7
(11.60)

2.4 (0.10)
Compressed

Gasket

131.6
(5.20)

468.2
(18.40)

57.9
(2.30)

193.7
(7.60)

Fr
am

e

Description

Approx. Weight (1) kg (lbs.)

(1) Weights include HIM and Standard I/O.

Drive Drive & Packaging
6 Flange Mount 99.79 (220.0) 119.75 (264.0)



14 Dimensions
Figure 11   Frame 6 Flange Mount Cutout

532.0
(20.90)

12.0
(0.50)

1043.0
(41.10)

971.0
(38.20)

899.0
(35.40)

827.0
(32.60)

755.0
(29.70)

683.0
(26.90)

611.0
(24.10)

539.0
(21.20)

467.0
(18.40)

395.0
(15.60)

323.0
(12.70)

251.0
(9.90)

179.0
(7.00)

107.0
(4.20)

35.0
(1.40)

1078.0
(42.40)

3.5 (0.14) Dia. Holes (44 Places)
in Minimum 14 GA. (1.9) Steel

Mounting Surface. Deburr Pilot Holes
and Drive Cutout.

1054.0
(41.5)

Cutout

12.0
(0.50)

44.0
(1.70) 122.0

(4.80) 200.0
(7.90) 278.0

(10.90) 356.0
(14.00) 434.0

(17.10) 512.0
(20.20)


