
1

R
el

ea
se

 d
at

e:
 2

00
8-

10
-1

7 
12

:0
3

D
at

e 
of

 is
su

e:
 2

00
8-

11
-1

7
19

71
20

_E
N

G
.x

m
l

Subject to reasonable modifications due to technical advances. Copyright Pepperl+Fuchs, Printed in Germany

Pepperl+Fuchs Group • Tel.: Germany +49 621 776-0 • USA +1 330 4253555 • Singapore +65 67799091 • Internet http://www.pepperl-fuchs.com

AS-Interface accessories VAZ-CLAMP-70MM-90°

Model Number

VAZ-CLAMP-70MM-90°

Signal post connecting element with 
cover plate

Features

• Modular design

• Bayonet system for simple mounting 
and dismounting

VAZ-HORN-70MM-105DBA
Signal post buzzer element

VAZ-HORN-70MM-85DBA
Signal post buzzer element

VAZ-MH 90°-70MM
Signal post, assembly mounting

VAZ-FLASH-70MM-RD
Signal tower LED flashing light

VAZ-LED-70MM-RD
Signal tower LED continuous light ele-
ment

VAZ-LED-70MM-GN
Signal tower LED continuous light ele-
ment

VAZ-LED-70MM-YE
Signal tower LED continuous light ele-
ment

VAZ-FLASH-70MM-YE
Signal tower LED flashing light

VAZ-LED-70MM-BU
Signal tower LED continuous light ele-
ment

VAZ-LED-70MM-CL
Signal tower LED continuous light ele-
ment

Dimensions

Electrical connection

Technical data
General specifications

UL File Number E223176
Colour black

Ambient conditions
Ambient temperature -20 ... 50 °C (253 ... 323 K)

Mechanical specifications
Protection degree IP65
Connection Bayonet system
Mass approx. 40 g
Note fits the angled mounting bracket
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